Test Description: First test of V2 J1 L1B GIBS CR products
Machine/Archive Set: ops4, AS3287
Test Date: 09/26/19

Test Time Interval(s):
2019193 — 2019208

Objective: First test to check out the GIBS image products for J1 corrected reflectance (CR) and
thermal band (15) from the V2 processing in AS 5200. This test will also generate full resolution
J1 CR granule images, to be used in GIBS granule browse prototype.

Related Test:

Input DataSet:

Inputs from LAADS AS5200:
VJ102MOD

VJ102IMG

VJ103MOD

VJ103IMG

JPSS1 Recipes/PGEs to be processed:

Recipe Start/End Version |PGE PGE Version PGE Name
Profile
VJ1_L1lbm7 1 2.0.4 PGE600 [2.0.0 Corrected Reflectance
PGE620 2.0.2 GIBS Gran to Tile
VJ1 _GL1m7 1/9 2.0.1 PGE625 2.0.1 Gibs Tile to Image
VJ1_ GL1IGm7 |1 2.0.0 PGE659 [2.0.0 Gibs Gran to Image

Outputs to go to LAADS:

VIGCR LQD Cl
VIGCR_LQD C3
VIGCR_LQD C7
VIGCR_NQD Cl
VIGCR_NQD C3
VIGCR_NQD C7
VIGCR_SQD Cl
VIGCR_SQD C3
VIGCR_SQD C7
V1G02_LHN DN



V1G02_NHN_DN
V1G02_SHN DN
V1G02_LQD I5
V1G02_NQD _I5
V1G02_SQD 15
V1G02_LQN _I5
V1G02_NQN_I5
V1G02_SQN _I5
VIGCR NQG Cl
VIGCR_NQG_C3
VIGCR_NQG _C7
VIGCR_SQG Cl
VIGCR_SQG C3
VIGCR_SQG _C7

Outputs to not go to LAADS

VIBCRIIM4M3_I
VIBCRIIM4M3 M
VIBCRIIM4M3_ M2
VIBCRIIM4M3_M20
VIBCRIIM4M3 M4
VIBCRMI 11211 1
VIBCRM111211_ M
VIBCRMI11211_M2
VIBCRMI11211_M20
VIBCRMI 11211 M4
VIBCRM3I3MI1 I
VIBCRM3I3M11_M
VIBCRM3I3M11_M2
VIBCRM3I3M11_M20
VIBCRM3I3M11_M4
VIBCR_GEOJIPG
VIBCR_GEOTXT
VJICR

VIR02 LQD I5
VIR02 LQN I5
VIR02 NQD I5
VIR02 NQN I5
VIR02_SQD I5
VIR02 SQN _I5
VIRCR LQD Q
VIRCR_NQD Q
VIRCR_SQD Q



